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AVK RESILIENT SEAT GATE VALVE PN16 570/60
 

 Use:
 •  For water, sewage and neutral liquid applications
 •  Valve designed for use up to 70oC
 •  Where applicable; for AS 4020 compliance, max temp = 40oC
  Note: Always observe pipe material recommended operating temperatures

 Tests: 
 •  Hydraulic test to AS 2638.2: 
     - Seat: 17.6 bar
     - Body: 24 bar
     - Operating torque test

 To AS 2638.2, reduced weight and environmentally friendly
 Stem sealing exchangeable under pressure    
 Spigot ends to AS/NZS 2280 Figure J23

AVK Valves Pty Ltd, 559A Grand Junction Road, Wingfield, SA 5013, Australia - T: +61 8 8368 0900 - E: enquiries@avkau.com.au - W: www.avkcivil.com.au     Version number 2

 Optional Extras: 
   •  Handwheel (refer to series 570/68) 
   •  ISO flange for gearbox/actuation (refer to series 570/62)



AVK RESILIENT SEAT GATE VALVE PN16    570/60

The designs, materials and specifications shown are subject to change without notice due to the continuous development of our product program.

Reference nos. and dimensions

                AVK ref. nos.                         AVK ref. nos.  DN D L L1 W  H H3 F F1 F2 Weight 
                    CC                                 ACC  mm mm mm mm mm mm mm mm mm mm kg           

     570-080-60-2940120  570-080-60-3940120 80 94.5 280 89  174.1 323.5  377.5 30         35        50 13
     570-100-60-2940120  570-100-60-3940120 100 120.5 320 102  195 347 417 30         35        50        16
     570-150-60-2940120  570-150-60-3940120 150 175.5 360 102  275 429 526 30         35        50       31
     570-200-60-2940120  570-200-60-3940120 200 230.5 420 115  335 563 686 30         35        57    55
     570-225-60-2940120      570-225-60-3940120      225     257.5     448      115       422     643.4    790.9     30        35        57           92
     570-250-60-2940120     570-250-60-3940120 250 284.5 448 115  422 655.9 807.9 30         35        57 88
     570-300-60-2940120      570-300-60-3940120      300     343.5    459.8    115      451.8   739.2    929.7     30        35        57          123  
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Components can be substituted with equivalent or higher class materials.

  1. Hot melt seal 
 2. Body Ductile Iron, 500-7 to AS 1831
 3. Bonnet Ductile Iron, 500-7 to AS 1831
 4. Gland flange Stainless Steel CF8M
 5. Bushing Polyamide
 6. O-ring NBR
 7. Thrust collar Dezincification resistant brass, CZ 132  
  to AS 2345
 8. Stem Stainless Steel 431
 9. Wiper ring NBR
 10. O-ring NBR
 11. O-ring NBR
 12. Bolt socket Stainless Steel 316, fully encapsulated 

  with hot melt glue
13. Bonnet gasket EPDM rubber
14. Wedge Ductile Iron, 500-7 to AS 1831
15. Wedge nut Dezincification resistant brass, CZ 132  
  to AS 2345
16. Wedge rubber EPDM
17. Bolt socket Stainless Steel 316, fully encapsulated 
  with hot melt glue
18. Stem cap Ductile Iron, 500-7 to AS 1831, 35mm 
  cap square
19. O-ring NBR
20. Bolt socket Stainless Steel 316
21. Stem cap insert Plastic

Component list


