
Rubber Ring 
Joint Lubricant 
Usage Chart
If you have any questions please 

contact our merchants team on 

1300 047539

Release 25-Feb-2022



Lubricant used for Drinking Water
Complying with AS420 and Watermark WMTS5200.014

Product Code Description Size
JLB10500 PRESS S2 LUBRICANT 0.5KG BACTERICIDAL P/C

JLB11000 PRESS S2 LUBRICANT 1.0KG BACTERICIDAL M/C

JLB14000 PRESS S2 LUBRICANT 4.0KG BACTERICIDAL M/C

Lubricant used for Non Drinking Water Applications

Product Code Description Size

JL010500 PVC LUBRICANT 0.5KG

JL011000 PVC LUBRICANT 1.0KG

JL014000 PVC LUBRICANT 4.0KG

Pipe size DN Weight of grease required per number of joints (Kg)
10 50 100 150 200

80 0.2 0.8 1.6 2.4 3.2
100 0.3 1.5 3.0 4.5 5.9
125 0.4 1.8 3.6 5.5 7.3
150 0.5 2.4 4.8 7.3 9.7
175 0.6 2.9 5.9 8.8 11.8
200 0.7 3.7 7.3 11.0 14.7
225 0.9 4.3 8.5 12.8 17.0
250 1.0 4.9 9.9 14.8 19.8
300 1.3 6.3 12.7 19.0 25.4
375 1.9 9.4 18.7 28.1 37.5
400 2.1 10.4 20.9 31.3 41.8
425 2.3 11.4 22.8 34.1 45.5
450 2.5 12.3 24.6 36.9 49.2
500 2.9 14.4 28.8 43.2 57.6
575 3.5 17.4 34.8 52.1 69.5
600 3.8 19.1 38.3 57.4 76.6
1000 10.4 51.8 103.7 155.5 207.3
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